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F 4 E E F ’ R O M  D A T A ( N E W  CF’U)

ADD- CONTENTS
VALUE TO BE WRITTEN

FIXED I ‘~cpDF I ‘t!~ijRESS . . . . .

0 AF flag (6 bit:Ll, 7 bit:L2)
1 A/B balance compensation value (X ber P)

48
0

2 Absolute value of 11 compensation (at F2. 8) o
3 Absolute value of 12 compensation (at F8)
4 Hard AGC compensation value 20!
5 K5 factor compensation coefficient (at F2. 8) 130 “ “
6 K8 factor compensation coefficient (at F8) 208 “ “
7 Difference light (body) o + +
8 Rewinding time 38:film end rewound, O:film end left outside 38 + 38 OrO
9 spot metering level (changes h l/8Ev w MB) o 0

10 TTL level (changes by l/12EV per lLSB) o
11 Shutter speed adjustment (M 118000 : 2.5 ~s per lLSB) o 2!
1’2 Vcc r adjustment (writes adjustment value in FPC assembling)
1 3 Vref. ~ adjustment of integer ( -ditto-)

-, . 1 4 Vref. r adjustment of decimal ( -ditto-)
. 1 5 Aperture adjustment data o
.16 Aperture adjustment data o

1 7 Preliminary film advance adjustment 1 7 6 “ +
1 8 Preliminary film advance adjustment 240 + “
19 Parameter for Cs-mode 10 “ “
2 0 Flag data for Cs-mode + +

2 1 Delay time for MF-24 1! “ “
2 2 Threshold of B.C. temperature characteristic

e +

2 3 Incl inat ion of B.C. temperature characteristic 5: “ “
2 4 Voltage of release lock level 74 “ +
25 Guaranteed voltage of DCjDC converter 3 9 “+ “
2 6 Voltage of No power-hold level (O second timer level) 8 + +
2 7 Parameter for Cs-mode 13 + “
28 Parameter for Cs-mode 25 “ +
29 Mirror-down pulse number 2 1+ “
3 0 Error flag data o

P 3 1 Light metering start time
3 2 Off delay time of Cs (Temperature shift is disused) 6 0- “
3 3 ThreshOld of B.C. temperature characteristic (–5 0 C) 25 1+ +
3 4 Inclination of shutter temperature character istic(6. 68P sldeg ) 17 1 - +

3 5 Aperture adjustment data 1 6 - “
3 6 Aperture adjustment data o- +
3 7 Aperture adjustment data 0 + +
3 8 Aperture adjustment data o - “
3 9 r adjustment of spot metering (writes value in FPC assembl in g) / / /
4 0 r adjustment of TTL ( -ditto-) / / /
41-51 Factory used only

52- 0 @pg~d
127 Shutter release times, Frame number t lines

Fixed data : Do not change the data except address 8.

Initial data of Main FPC unit for repair parts :
Fixed data and roughly data are written in FPC assembling.

Standard data : These are general data. Data are not yet decided.

Note : Do not change the data address 52 to 127.
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x Meaning of address 30 flag data (different from old type CPU)

128 : Power voltage falls below DC/DC converter guaranteed voltage level.
64 : Closing curtain SWfails to turn on even if closing curtain Mg turns off.
8 : Mechanical pulse fails to be output 255ms during charging.
4 : X contact is closed without T setting.
2 : Correct pulses are not output while aperture control is carried.
1 : 40 m more aperture pulses are generated after aperture Mg turns on.

If the above number is writen in the address 30 of EEPROM, it means
that the mentioned trouble happened in the camera. If two or more
troubles have happened, added number is shown. For example, If the
number in address 30 is 192, troubles mentioned in ’128 and 64” in
the past.

Note : 1. If the shutter is released while depth-of-field oreview button is
depressed, the number ‘2” is written in address 30. The actual
trouble did not necessarily occur.

2. After rewi r, be sure to change the number in address 30 to

* EEPROM list of Malti Photomic Finder

0:
1:
2 :
3:
4:
5:
6:
7:

Note :

Compensattion value at center (five-part SPD) l/8EV per lLSB
Compensattion value at upper-left (five-part SPD) l/8EV per lLSB
Compensate ion value at upper-right (f ive-part SPD) l/8EV per lLSB
Compensattion value at lower-left (five-part SPD) l/8EV per lLSB
Compensattion value at lower-right (f ive-part SPD) l/8EV per lLSB
Not in use.
Not in use.
Not in use.

If a customer request You to change the meter characteristic to over or
under exposure, change the value in address O to 4 by the same degree.
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